Wired Covert CCD Camera Kit

Necktie Type wired CCD Camerzy

| Feature

® Fine concealed design fortotally unawareness from
the outlook closely

® High resolution & SuperFine resolution CCD sensor
selectable formore critical demand application

® Complete power & cable accessories attachedto
offer outputto more variety devices use

® Full range of our Wireless Kitor miniature DVR device
could work with optionally

l Specification

. Model | HI Resolution Super-Hi Resolution
Resolution (TV Line) 450 TV Line
Picture Element 768X492(NTSC)/ 768X582(PAL)
CCD Image Sensor 1/4 Interline CCD
Video System NTSC /PAL
S/N Ratio 48db(Min)/60bd(Typ)
Minimum lllumination 0.2 Luxof F 1.2
Electronic Shutter 1/60(1/50)-1/120,000
A.G.C. +18dB Max.
Video Output 1.0V p-p Composite at 75 ohm
Audio Output 2Vp-p(Max) 10kHz ohms Impedance
MIC. Sensitivity 59dB +/ -3dB
Lens 4.3mm
Angel of View 80 Degree
Power Supply DC 9~-12V
Consumption Current 120mA

l Standard Shipping Package

® Switching AV & Power Cable *1
® 9V Battery compartment holder *1



